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Technical Data Sheet 

 

127mm Acoustic Core Ventilator with 
(with adjustable push/pull cover and cowl). 
  

 
 
9 x 3’' Acoustic Cavity Liner Set (with Hit &Miss Ventilator and cowl). 
    

 
 
9x9” Acoustic Air Vent Set (with Hit & Miss Ventilator & Cowl). 
 

 
 
 

AAC125HP - Acoustic Controllable Air Vent.  
 
  External Grille: 166mmL x 160mmH.  
  Tube: 127mm (5″) Dia. x 358mm (Max. Length) 
  Face Panel: 172mmL x 172mmH 
 
  Cowl: 217mm L x 210mm H x 93mm D.  
  External Grille: 166mm L x 160mm H.  
  Vent Panel: 172mm L x 172mm H. 
 
Acoustic rating 43dB open and 50dB closed 

TAL4H&M- 9x3” Acoustic Air Vent Set with 
Hit & Miss ventilator. 
 
  Air brick 220mmW x 71mmH. 
  Length Extends from 250mm to 368mmL. 
  Width 220mm 
  Louvre Grille: 270mmL x 97mmH. 
 
  Cowl: 255mmL x 96mmH x 44mmD. 
  Hit & Miss Grille: 271mmL x 95mmH. 
 
Acoustic rating 39dB open and 40dB closed 
 

TAL9H&M- 9x9” Acoustic Air Vent Set with 
Hit & Miss ventilator. 
 
  Air brick 220mm W x 207mmH. 
  Length Extends from 250mm to 404mmL. 
  Width 220mm 
  Louvre Grille: 238mmL x 225mmH. 
 
  Cowl: 274mm L x 235mm H x 103mmD. 
  Hit & Miss Grille: 271mm L x 247mmH. 
 
Acoustic rating 40dB open and 41dB closed 


